
                                         CB20 & CB30 Specifications
CB = Cutter Bucket with hydraulically powered direct drive twin drum grinder integrated with a bucket for rock & 
concrete grinding and quick excavation.

Intended Carrier Size:  CB20: 18-25 ton; CB30: 25-40 ton

CB20 CB30

Input Power                                                 hp (kW) 95 (70) 150 (110)

Required Flow Rate                                   GPM (l/min) 40-55 (150-208) 55-90 (208-340)

Max Operating Pressure                                    max. psi (bar) 5800 (400) 5800 (400)

Drum Speed                                                 RPM 50 - 75 50 - 80

Cutting Head Torque (max)                                                                ft.lb (Nm) 13,206 (17.9) 17,250 (23.4)

Cutting Force (max)                                     lbs (kN) 12,462 (55.4) 15,550 (69.2)

Head Width (*optional narrow drums)                                                  in (mm) 42 (1050) / *36 (915) 46 (1158) / *37 (940)

Picks                                                              #  64 60

Weight (without bracket)                                      lbs (kg) 4050 (1840) 4340 (1970)

Bucket Volume                                      yds3 (m3) .81 (.62) .81 (.62)

Heaped Volume                                     yds3 (m3) 1.43 (1.09) 1.43 (1.09)
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